
 

 

        ΕΙΣΑΓΩΓΕΣ - ΑΝΤΙΠΡΟΣΩΠΕΙΕΣ ΗΧΗΤΙΚΩΝ ΣΥΣΤΗΜΑΤΩΝ 

SERBLIN & SON –GOLD NOTE – DYNAVECTOR - ROSSO FIORENTINO GRANDINOTE- HI FI TUNING- IeGO 

MCINTOSH - GRAHAM Audio –CHARTWELL -  AUDIOBYTE- WA QUANTUM CHIPS- AUDIO MUSIC  ΚΕΝΤΡΟ 

ΛΥΧΝΙΩΝ - TRAFOMATIC - YPSILON Electronics -- BOSENDORFER –MELODY-- CEC - VH AUDIO 

JJ ELECTRONICS - VDH EMILLE - MUNDORF- JANTZEN MIFLEX – MUDRA AKUSTIK- NEXUS MONITORS 

EMISSION LABS -- LUNDAHL - XAITAS ISOLATORS –WBT—CARDAS- TASCAM- DACT- SONOS- HAMMOND 

FURUTECH-ADVANCE PARIS -  Q ACOUSTICS - FOUNTEK –ATC -PROAC - IFI AUDIO – ANTHEM- SHANLING 

WIREWORLD –BLOK STANDS – CARY AUDIO –COS – JBL – LUXMAN- MAGNEPAN- MICHELL - REGA 

 SILTECH- AUDIOQUEST- REL SUBS - SONUS FABER - FRANCO SERBLIN – RICHARD GRAY – VPI – FIIO    

MARTIN LOGAN – ELECTROCOMPANIET – MERIDIAN – KOETSU- LEBEN – HANA – LYRA – DUELUND- NAGAOKA 

EDWARDS – PMC – BRYSTON-AUDIO TECHNIKA - ZEN SATI – ZESTO- ARYLIC-MUSICAL SME FIDELITY –DALI 

PORFYRA AUDIO – ZIDOO – ZEROSTAT-KLIPSCH- SOLID STEEL Racks- DUAL. 
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TEST => FRANKIE Plus by SERBLIN & SON 

 
Serblin & Son 

 
Handcrafted with passion in Italy                 WWW.SERBLINANDSON.COM 

 
 

 

FRANKIE       (Walnut or Black)                                                                                           2.590 e 

 

ΟλοκληρωμενοςΕνισχυτης CLASS  A/B`  2x75 Watt RMS / 8 Ω , 2x 110 Watt RMS / 4 Ω  , PHONO MM/MC,   

Line XLR & 2 x RCA -  PRE-Out. Golden stairway relais volume control , ( Analogue volume 127 steps. ) 

Remote control  App Android / iOS . &  Remote control infrared Handset. 

 

FRANKIE EX    (walnut or Black)                                                                                           2.740 e 

 

ΟλοκληρωμενοςΕνισχυτης CLASS  A/B`  2x75 Watt RMS / 8 Ω  , 2x 110 Watt RMS / 4 Ω  PHONO MM/MC , 

 Line XLR & 2 x RCA  DAC 24 / 192 KHZ Coaxial &Optical , Pre-out. Golden Stairway relais volume control , 

Remote control 

http://www.thenexusacoustics.blogspot.com/
http://www.nexusacoustics.gr/
http://www.nexusacoustics.gr/
https://nexusacoustics.gr/nexus-acoustics-catalogues/
https://drive.google.com/file/d/1vco_dZ4z0ez9wHFbG3egZYVaiOSYXASY/view?usp=sharing
http://www.serblinandson.com/


 

 

  App Android / iOS    &  Remote control infrared Handset 

 

FRANKIE  PLUS-  STREAMER                                  (walnut or Black)                                 2.980 e   

 

ΟλοκληρωμενοςΕνισχυτης CLASS  A/B`  2x75 Watt RMS / 8 Ω  , 2x 110 Watt RMS / 4 Ω  , PHONO MM/MC,  

Line XLR & 2 x RCA.  DAC 24 / 192 KHZ Coaxial &Optical, Pre-out. Golden stairway relais volume control ,            

( Analogue Volume 127 steps. ) Remote control   App Android / iOS for Streamer control.  LAN / WLAN             

integrated STREAMER TIDAL / SPOTIFY / AirPlay2 / Internet Radio . Remote control infrared Handset. 

 

 

FRANKIE  `D`  PLUS     (walnut or Black)                                                                              2.550 e    

 

ΟλοκληρωμενοςΕνισχυτης CLASS  D`  2x 200 Watt RMS  8 Ω  , PHONO MM/MC , Line XLR & 2 x RCA 

DAC coaxial – optical , Pre-out. Golden stairway relais volume control , Remote control  App Android / iOS for 

Streamer control.  WiFi  /LAN integrated STREAMER. 

 

 

PERFORMER   Amplifier - DAC                                                                                             1.520 e     

 

ΟλοκληρωμενοςΕνισχυτης CLASS  A/B`  2x60 Watt RMS / 8 Ω  ,  2x100 Watt RMS / 4 Ω 

Phono MM/MC , 3 x Line RCA . DAC inputs Coaxial , Optical , Golden stairways relay volume control . 

(Analogue volume 127 steps. )  Oθονη OLED .   Preamplifier Output .              

 Tηλεκοντρολ  infrared                    
Dimension s mm : 430 x 254 x 89                      net  8 kgr. 

 

 
 

 

PERFORMER  NET    Amplifier – DAC –STREAMER                                                                 1.850  e   

 

Ολοκληρωμενος Ενισχυτης CLASS  A/B`  2x60 Watt RMS / 8 Ω  ,  2x100 Watt RMS / 4 Ω 

Phono MM/MC , 3 x Line RCA . DAC inputs Coaxial & Optical , Golden stairways relay volume control !! 

LAN / WLAN integrated STREAMER .     Android / Ios App for Streamer control .  Oθονη OLED .  

 Preamplifier output .               Tηλεκοντρολ infrared  

Dimensionss mm : 430 x 254 x 89                      net  8 kgr. 

 

=> STREAMER  WiFi / Lan / Bluetooth (AptX) 2,4/5ghz, AirPlay, UPnP/DLNA, OpenHome, SPOTIFY,  

    TIDAL , Qobuz HTTP, HTTPS, Internet radio. 

 

 

FRANKIE D-1000 EX                  (walnut or Black)                                                                         3.250 e 

 

ΟλοκληρωμενοςΕνισχυτης CLASS  D`  2x 250 Watt RMS / 8 Ω  -2x 500 Watt RMS / 4 Ω  , PHONO MM/MC ,  

Line XLR & 2 x RCA  ,DAC 24 / 192 KHZ  Coaxial – Optical , Pre-out. Golden stairway relais volume control , 

Remote control   



 

 

App Android / iOS.               & Remote control infrared support. 

 

 

FRANKIE  D-1000  PLUS   STREAMER          (walnut or Black)                                                    3.490 e 

 

ΟλοκληρωμενοςΕνισχυτης CLASS  D`  250 Watt RMS / 8 Ω  -2x 500 Watt RMS / 4 Ω  , PHONO MM/MC ,  

Line XLR & 2 x RCA ,DAC coaxial – optical , Pre-out. Golden stairway relais volume control , WiFi /LAN  

Bluetooth /  WLAN integrated STREAMER, SPOTIFY / TIDAL /Qobuz  / Internet Radio 

Remote control  App Android / iOS for STREAMER control .  & Remote control infrared Handset. 

 

 

FRANKIE Monoblock  POWER AMPLIFIER     (walnut or Black)                                    pair    4.290  e   

 

ΤελικοςΕνισχυτης CLASS  A/B`  1 x 150 Watt RMS / 8 Ω- 240 Watt RMS / 4 Ω . Full balanced AMPLIFIER . 

RCA -  XLR input .  Original FASE  Serblin & Son circuit .    18 kgr.  

Protection  DC output  & short circuit.   Auto Power ON -selectable & touch power ΟΝ /ΟFF. 

 

 
 

 
 

 

 

FRANKIE  HYBRID  PREAMPLIFIER  -  PHONO MM-MC  (walnut or Black)                          3.380 e   

FRANKIE  HYBRID  PREAMPLIFIER –  STREAMER           (walnut or Black)                          3.380 e   

FRANKIE  HYBRID  PREAMPLIFIER  Line                            (walnut or Black)                          3.090  e   

 

ΠΡΟΕΝΙΣΧΥΤΗΣ Υβριδικος Tube-Fet . SRPP balanced ,  Zero feedback design. PHONO MM/MC or 

STREAMER  WiFi /Lan /Bluetooth /AirPlay2  /SPOTIFY / TIDAL/ Quobaz / Internet Radio . 

Full Balanced , PHONO MM/MC with discrete FET Cascoded input  design , passive RIIA . 

 Line 2x XLR - 1 x RCA – 1 x PHONO   / Outputs XLR / RCA . Remote control 

Shunt volume control with relay switched resistors.   Android & IOS remote control App & Remote control .     

 

 

 



 

 

     
 

 

Accessories : 
USB OTG CABLE    USB-C ……………..  26 e 

USB OTG CABLE    USB-micro….……..    26 e 

AC CABLE NEXUS  Basic ……..…….     170 e 

 

 

 
FRANKIE Plus   by   Serblin & Son        

 

 Serblin & Son 
 

Handcrafted  with passion in Italy          WWW.SERBLINANDSON.COM 
 

 

 

 
 

 

 

Specifications : 

 

Class A / B technology, output power 2x 75 Watt / 8 Ω  ,  2x 110   Watt / 8 Ω  . 

 

Original Phase / Serblin & Son circuit. 

 

Inputs: Phono MM / MC with resistance adjustments and head load capacity, XLR line, 2x RCA line 

PRE-OUT output. 

 

USB-A 5V socket to power external dongles. 

 

Auto standby after about 20 minutes of no input signal. 

 

http://www.serblinandson.com/


 

 

Stand-by consumption  <0.5w (compliant with Ecodesign directive 2009/125 / EC). 

 

Power supply voltage (220-240v / 50-60 Hz). 

 

Remote control on Android and iOS smartphones 

 

Dimensions mm: 430 x 317 x 78 (LxWxH) including protruding parts. 

 

Net weight: 12kg. 

 

 

GOLDEN STAIRWAY RELAIS VOLUME CONTROL . 

 

FRANKIE  Integrated Amplifier - Streamer is the result of an experience that began well over 30 years ago … 

A product entirely designed, engineered and developed in-house with proprietary circuitry. 

It incorporates exclusive technical solutions such as Analog volume control entrusted to a network of fixed resistors 

switched by relays with a scale of 127 steps, a solution that offers superior audio quality to both analog and digital 

potentiometers, guarantees perfect tracking between channels on throughout the whole attenuation scale and the 

consistency of performance over time. 
 

 

RCU-02            Aluminium REMOTE Control  Serblin & Son                                    75 e  
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